
SuperWowPumps
High performance combined with solid reliability

ExperienceRelaxation

• 220-240V, 50Hz

• Pumps are whisper quiet

• TEFC Motor: 1 & 2 speeds available

• TÜV approve with Bauart mark 

• Easy to install and service



PART # DESCRIPTION AMP VOLTAGE CORD DESCRIPTION

1038104 3hp 2spd 9.6/ 
2.2

220-240V,  
50Hz

3 Meter Bare Lead

1038204 3hp 1spd 9.7 220-240V,  
50Hz

3 Meter Bare Lead

1038304 2hp 2spd 7.8/ 
1.9

220-240V,  
50Hz

3 Meter Bare Lead

1038404 2hp 1spd 8.4 220-240V,  
50Hz

3 Meter Bare Lead

SuperWowPumps
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Excellent Flow Performance
This unique pump series offers  
excellent flow performance for large
whirlpool applications and spas with  
multiple features and jets.

Therapy And Filtration In One
The 2-speed pumps can be used  
for therapy at high speed and  
filtration at low speed.

Drain Connections
The pumps are supplied with center  
suction and 2 drain connections to ensure 
total drainage upon mounting angle.

Approvals
The Super Wow pumps are TÜV  
approved according to European
norms En60335-1 and En60335-2-41.


